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Luminaire Description: Brown formed aluminum housing, semi-specular internal reflector, clear glass
lens enclosure

Lamp: One white LED
Mounting: Pole/Arm
Ballast/Driver: Integrated

Luminaire

Luminaire Characteristics

Luminous Diameter: 1.75in.
Luminous Height: 1.000 in.
Summary of Results Test Conditions
Total Luminaire Output: 126.4 Lumens Test Temperature: 255 °C
Luminaire Efficacy: 58.2 Im/w Voltage: 11.98 VAC
Maximum Candela: 452 Candela Current: 0.3131 A
Power: 2172 W
Power Factor: 0.579
Frequency: 60 Hz
Current THD: 115 %

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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Distribution - Goniophotometer

Distribution Test Conditions
Temperature| Voltage Current Power |Power Factor| Frequency | Current THD
25.5°C 11.98 VAC | 0.3131 A 2.172 W 0.579 60 Hz 115 %

Summary of Results

Total Lumen Output: 126.4 Lumens Maximum Candela: 451.7 Candela
Luminaire Efficacy: 58.2 Lumens/Wati Maximum Angle: -1H ov
Field Lumens: 115.3 Lumens Field Angle : 488 H X 48.7V
Beam Lumens: 77.3 Lumens Beam Angle: 325H X 303V
Spill Light Lumens: 11.1 Lumens IESNA Type: 4H X 4V

Maximum Candlepower Plot
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Candela Tabulation

Lateral Angle (Degrees)
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Candela Tabulation

Lateral Angle (Degrees)
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Vertical Angle (degrees)

Isocandela Diagram (Percent of Maximum Intensity)
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