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Luminaire Description: Brown formed aluminum housing, frosted patterned glass lens enclosure
Lamp: One white LED

Mounting: Post
Ballast/Driver: Integrated
Luminaire
Luminaire Characteristics
Luminous Diameter: 2.50 in.
Luminous Height: 1.250 in.
Summary of Results Test Conditions
Total Luminaire Output: 628.9 Lumens Test Temperature: 24.7 °C
Luminaire Efficacy: 78.2 Im/w Voltage: 11.90 VAC
Maximum Candela: 531 Candela Current: 0.9570 A
Power: 8.046 W
Power Factor: 0.708
Frequency: 60 Hz
Current THD: 89.3 %

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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Distribution - Goniophotometer

Distribution Test Conditions
Temperature| Voltage Current Power |Power Factor| Frequency | Current THD
24.7 °C 11.90 VAC | 0.9570 A 8.046 W 0.708 60 Hz 89.3 %

Summary of Results

Total Lumen Output: 628.9 Lumens Maximum Candela: 531.1 Candela
Luminaire Efficacy: 78.2 Lumens/Wati Maximum Angle: 9H -13V
Field Lumens: 600.6 Lumens Field Angle : 90.3H X 935V
Beam Lumens: 478.2 Lumens Beam Angle: 635H X 653V
Spill Light Lumens: 28.3 Lumens IESNA Type: 5H X 5V
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Vertical Angle (Degrees)

Candela Tabulation
Lateral Angle (Degrees)

0 1 3 5 7 9 11 13 15 17 19.5
85.0 0 0 0 0 0 0 0 0 0 0 0
75.0 1 1 1 1 1 1 1 1 1 1 1
65.0 7 7 8 8 8 8 8 8 8 7 7
55.0 25 27 29 30 30 29 28 27 26 25 24
47.5 61 65 72 72 70 69 67 64 61 57 53
42.5 111 116 127 126 124 119 114 108 103 97 87
37.5 180 190 209 204 194 190 186 175 166 157 141
33.0 277 283 295 298 292 282 273 255 242 221 206
29.0 348 364 389 387 375 367 358 340 316 297 271
25.5 433 440 449 450 440 432 422 405 386 363 333
225 475 468 467 466 463 459 451 443 423 408 385
19.5 474 481 489 492 492 491 497 487 473 459 423
17.0 498 488 486 490 503 500 501 505 492 483 453
15.0 487 487 479 488 502 506 509 519 513 498 472
13.0 478 487 484 489 495 509 508 518 517 505 493
11.0 479 476 482 483 506 509 510 518 522 504 509
9.0 499 486 475 485 494 513 523 517 525 510 501
7.0 484 485 475 489 511 511 503 515 527 522 507
5.0 484 465 481 501 497 501 507 519 526 524 520
3.0 483 467 487 488 503 507 503 514 528 523 517
1.0 456 468 469 484 494 504 501 520 517 521 512
0.0 462 456 466 492 501 504 500 508 515 520 509
-1.0 462 471 472 481 500 501 513 513 517 522 512
-3.0 477 475 481 490 508 509 512 516 521 527 505
-5.0 487 484 483 507 505 509 510 519 522 508 508
-7.0 487 499 500 498 508 512 507 529 519 522 506
-9.0 502 501 493 504 514 523 519 523 525 529 504
-11.0 516 512 504 516 522 530 526 523 523 512 503
-13.0 501 527 513 508 517 531 519 528 507 504 486
-15.0 520 507 522 523 519 524 524 522 514 493 472
-17.0 516 521 514 521 528 513 518 508 496 482 443
-19.5 516 510 509 508 512 515 502 486 470 455 422
-22.5 515 509 497 492 481 475 458 447 423 402 370
-25.5 479 468 453 448 431 425 409 396 380 349 305
-29.0 410 394 371 367 357 347 322 305 280 251 222
-33.0 308 284 242 240 231 219 207 191 173 155 134
-37.5 150 142 126 123 118 113 105 98 90 84 74
42.5 76 72 64 62 60 57 54 51 48 44 37
-47.5 36 34 30 28 26 25 24 22 20 17 14
-55.0 0 0 0 0 0 0 0 0 0 0 0
-65.0 0 0 0 0 0 0 0 0 0 0 0
-75.0 0 0 0 0 0 0 0 0 0 0 0
-85.0 0 0 0 0 0 0 0 0 0 0 0
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Candela Tabulation

Lateral Angle (Degrees)
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Vertical Angle (degrees)

Isocandela Diagram (Percent of Maximum Intensity)
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Horizontal Angle (degrees)
——477¢d (90%) ——424cd(80%) ——371cd (70%) 318 cd (60%) 265 cd (50%)

——212cd (40%) ——159cd (30%) ——106cd (20%) =53 cd (10%)
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